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Raven RP52F Brush Seal

Click here to view on website

SKU Length
RP52F-1000 1250mm

RP52F-3000 3000mm
567_raven-rp52f-brush-seal

DESCRIPTION
A nylon brush strip without holder, that is fitted in a concealed manner into a machined groove in 

a door. Where a small clearance is encountered, the groove should be double morticed to allow 

the brush and fin to flex. The brush houses a unique medium temperature fin, which is effective in 

the sealing of medium temperature smoke, noise and weather.

Location: Stiles or bottoms of single, double, sliding or double acting doors.

Min/Max Gap: Up to 13mm (user determined).

Fixing: Inserted into morticed groove (optional adhesive if required). Where a small clearance is 

encountered, the groove should be double morticed to allow the brush to flex.

Seal: Black fine, dense, UV stabilised nylon filaments with a medium temperature smoke barrier fin 

within a galvanised spine.

Sizes: Available in stock lengths.

Approvals

Smoke AS1530.7. AS6905.

Energy NCC Pt. 3.12.3.3 & J3.4.

Fire Approvedwhen used on a garage in accordance with AS 3959.

Patented.

SPECIFICATION
Fire tested, check with manufacturer 

for further details.

No

Colour Black

Warranty 2 Years

Finish Black

Self Adhesive No

Includes Fixing Screws NA

Suitable for Smoke Doors Medium temperature smoke leakage tests to AS1530 

Part 7 available on proprietary door assemblies. 

Conforms with NCC Specification C3.4 smoke sealing 

requirements.

Accoustic Rating to AS1191 and 

ISO140.3

No

Min Door Gap 0mm

Brush Size 13mm

Max Door Gap 13mm

Material Galvanised Spine

CATEGORIES
Door Seals / Sweep Action Seals

http://accesshardware.com.au/raven-rp52f-brush-seal

	567_raven-rp52f-brush-seal

